
FLEXIBLE, REMOVABLE BATTERY
TERMINAL COVERS STANDARD

LED STATUS STANDARD
OPTIONAL DISPLAY AND KEYPAD CONTROL

INTEGRATED LIFTING HANDLES EACH END

SHOWN AS STANDARD CONFIGURATION
NO FIELD WIRING COVER OR MOUNTING BRACKETS

RUBBER FEET ON BASE
20.50

11.70

10.00

OVERALL DIMENSIONS

A

FRONT VIEW

DETAIL A
SCALE 2 : 3

ETHERNET - RJ45
OPTIONAL

SENSBUS - (2) RJ45

(2) ALARM RELAYS
FORM-C CONTACTS
USER CONFIGURABLE

IEC 320
AC INPUT CONNECTION

RS-485, PLUG-IN TERMINAL BLOCK
OPTIONS

USB-C

'SLEEP' SWITCH
'WAKE UP' SWITCH

IEC 320
AC OUTPUT
CONNECTION
TO 'DAISY-CHAIN'
MULTIPLE UNITS

SHOWN AS 'RIGID' CONFIGURATION
WITH OPTIONAL FIELD WIRING COVER

AND RIGID MOUNTING BRACKETS

STARTER CONNECTION TERMINALS
M8 THREADED INSERT FOR RING LUG CONNECTION
13MM SOCKET/WRENCH SIZE

2X EACH SIDE
KNOCKOUTS FOR CONDUIT
1/2 INCH NPT

5.60

6.00

6.00

12.86
13.74

.39
FOR 3/8 IN HARDWARE

MOUNTING BRACKET
DIMENSIONs

SUPER TORQUE 8Z ENGINE STARTING SYSTEM
12 OR 24 VOLT ENGINE STARTING SYSTEM•
INTEGRATED BATTERY, CHARGER, AND CONTROL SYSTEM •
IN AN 8D SIZED PACKAGE

INTERNAL NICKEL ZINC BATTERIES•
INTERNAL SENS MG2 15A CHARGER•
USER CONNECTIONS ALL EXTERIOR, PROTECTED AND •
COVERED

110-240 VAC INPUT, 4A•
VIA IEC-320 C13 INLET CONNECTOR•
8FT LOCKING AC CORD PROVIDED STANDARD•
OPTIONAL UL LISTED FIELD TERMINABLE LOCKING •
CONNECTOR 
IEC-320 C14 OUTLET TO DAISY-CHAIN UP TO TWO UNITS•

COMMUNICATIONS•
STANDARD - (2) ALARM RELAYS, USB, CANBUS•
OPTIONAL - MODBUS RS-485•
OPTIONAL - ETHERNET, MODBUS RS485, AND TCP/IP•

WEIGHT - 89LBS•
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